NOTES

1. TESTING : WITH PRE PRINTED TEST RESULTS TEST CAT 6A PATCH CORD

END 1

Customer Specific Cables
USE FOR SAMPLE REQUEST ONLY
CAT 6A F/UTP 28 AWG SHIELDED

LENGTH _ s> -
END 2

A

& HHH

SENTINEL CLEAR BOOT 2X

ASSEMBLY
PART NO. COLORS
FT | BLACK
10| 30

2. FINISHED ASSEMBLIES TO BE COILED IN A MIN DIAMETER OF
6.0” AND SECURED WITH TWIST TIE, DO NOT OVER TIGHTEN.

3. SHIPPING VIA

COMPONENTS

CABLE MANUFACTURE ( PART NO

TYPE

COLOR

JACKET BOOT

MOD PLUG

LOAD BAR'S

SENTINEL APPROVED

CABLE SUPPLIER CABLE P/N

6A

B00065L

END 1 111S080800XXXXX

BLACK

B00066L

END 2 111S080800XXXXX

200 TOTAL CABLE ASSEMBLIES

PIN OUT 568B

PINOUT CHART WIRE COLORS

RJ45 END 1| PAIR |RJ45 END 2 PER T568B

PIN 1 P-1 PIN 1 WHITE / ORANGE

PIN 2 P-1 PN 2 ORANGE

PIN 3 P-2 PIN 3 WHITE / GREEN

PIN 4 p-3 PIN 4 BLUE

PIN 5 P-3 PIN 5 WHITE / BLUE

PIN 6 P-2 PIN 6 GREEN

PIN 7 P-4 PIN 7 WHITE / BROWN

PIN 8 P-4 PIN 8 BROWN
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